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ANNEXURE 

H MATERIAL SPECIFICATIONWEGHTNUMBERNOIES:- 

E9_ OFF 
DESCRIPTION 

1. ALL DIMENSIONS_ARE IN mm UNLES OTHERWISE SPECIFIED. 
2. ATOLERANCE O*0.5 IS PERMISSIBLE ON ALL DIMENSIONS UNLESS CAST IRON sASE WEGHT s09 GRRN 40 

40 14 2 40kg COUNTER WEIGHT PIECE 5092 
BCOUNTER WEIGHT EYE ROD s099 "- 
4SPLIT PIN 4*4 

3. CASE E SHOwN. 
FERMISSIBLE ON 

TMO COATS OF ALUMINIUM PAINT. FINAL COAT OF ALUMINIUM PANT 
SHALL BE GVEN ONE COAT OF PRIMER AN0 

ACTRES INTLS/NONOCRAM AND 
PART No TO BE STAMPED N 6mm nGURES ANNEALED IS:549 EGION. 

IS:3469.* 
*oLE AND ADI OF FILLED SHALL CONFORM TO 

5. MANUFAGTURERSNTALS/MONOGRAM AND PART NUMBER SHAL. 

TL VARLATION IN WEIGHT OF THE WEIGHT PIECES IS IN THE ORDER 

4PE FOR SPLT PIN7 COPPER ATT 
6 PUNCHED ASHER A-22 A OHE718 S NUT M-20 

0.43 L 5. 

-77-0.0 OF 0.5kg OR PARN in 
EOR US C. GUIDr TURE ATTERMINATON WTH RECULATING (SO METRC THREAO) 

EQUIPMENT (5:1 RATIO) for 300o KGF TENSiON 9. ALL FERROUS PARTS EXCCPT REF. 1 & 2 SHALL BE HOr cVP 

GALVANISED AS PER E/OHE/13. 

"THIS DRAWING IS THE PROPERTY OF RESCARCH, oESIGNS & STANDAROS ORGAMISANON 

CMINISTRY OF RALWAYS). LUCKNOW-226011, INDA AND SHALLNOl BtUSE COPLO 

CR REPROOUCED, IN PART OR WHOLE. WITHOUT PR:OR CONSCNT IN WRiTING 

cOUNTER WEIGHT 
ASSEMBLY FOR 

50 

REGULATING EQUIPMENT 
5:1 RATIO) for 
3000 KGF TENSIOON 

JOTI/OHE 

3 01202 

DETAIL OFO REF :-ETyOHE/SK/439 REv * cROSS REF-ETU/oNE/P/5090-. 
OAFEaM or Oa R. D. S. O. 

o0- 

DATE INAMET/DRG/OHE/C.WTASY 

SCALE-N.T.S. 
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ANNEXURE-I| 

Approx. No. 
PART No. MATERIAL SPECiFICATION WCko) oFF REF 

.COUNTER WEIGHT EYE RODGK/588-3 

(FORGED)2 
2. HEX NUT 
3. PUNCHED WASHER A22 

DESCRIPTION 

al s20o4/191 (CLD 
/OHE/13 

/oHE/18 
40NS 0AY. _V 

NHENLED 

4.SPLT PIN 4x40 

JRER'S INMALS/MONOGRAM 
AND PART No. BE STAMPED IN Bmm lGURE 

NOTES 
1.ALL_DIMENSIONS ARE IN mm. 
2. TOLERANCE OF +0.5 IS PERMISSIBLE ON ALL DIMENSIONS UNLESS 

OTHERWISE SHOWN. 
3. MANUFACTURER'S INIMLS/MONOGRAM AND PART No. TO BE 

FORGED DRAFT ANGLE AND RADII OF FILLET TO CONFORM 

TO IS:34569. 
5. REFERENCE TO IS:2004(CLI) & Is 3489 SHALL BE TAKEN AS REFERENCE 

TOLATEST VERSION OF THE STANDARDS. 

DIA4 HOLE FOR 
SPLT PN **0 

USAGE:- 
Le1450 410.0 THE EYE ROD SHALL BE USED WITH CAST IRON cOUNTER 

WEIGHT ASSEMBLY (600 kgs). 

HIS DRAWING IS THE PROPERTY OF RESEARCH, DESIGNS & STANDARDS ORGANISATION

(MINISTRY OF RAILWAYS),LDKNOW 
SHALL NOT BE USED, COPIED 

OR REPRODDCED, IN PART OR WHOLE, WIHOUT PROR CONSENT IN WRIMNG. 

COUNTER WEIGHT 
EYE ROD 

FOR FIVE PULLEY 
ATD FOR 3000KGF 

TENSION JDTI-2 

CROSS REF.:- En/OHE/SK/58B 

R. D.S. 0. 
DATE NAME_M/DRG/OHE/SK/EYEROD/ 

00003/22/1 

SCALE:-1:1 
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